	
LIST OF GENERAL MATERIAL SPECIFICATIONS 


	The Contractor shall quote for the best of the materials as specified below. The Contractor shall obtain prior approval from the Employer/Architects before placing order for the specific materials/ Agencies. In case of non-availability of any of the approved/specified materials/Agency, during the execution of work, the Employers/Architects may approve suitable equivalent brand /Agency and his decision shall be final and binding on the Contractor. The contractors should make themselves aware about availability of the materials to be used before submitting the Tender. 

	S.No.
	Particulars and Specifications
	Approved Make

	1
	Board –  19mm -Water proof and phenol bonded
	Tower Brand Of Duroboard / Sainik Brand Of Century / Ecotech Brand Of GreenLam 

	2
	Ply - all relevant thickness - water proof and Phenol Bonded.
	Tower Brand Of Duroboard / Sainik Brand Of Century / Ecotech Brand Of GreenLam 

	3
	Teak Ply Phenol bonded
	Duroboard / Century / Kit / Green 

	4
	Laminate - 1.00 mm thick.
	Greenlam / Formica-Sunmica/ Kit lam/ Amulya / Century

	5
	Locks/Night Latches
	Godrej /Harrison

	6
	Hardware - hinges, door stoppers, drawer/ shutter handles etc.
	Everitre / Streling , Earlihari / Fly Rail / (Brass/ as specified)

	7
	Hardware – catchers
	Magnetic - Heavy Duty 

	8
	Hardware – telescopic channels
	EBCO /Godrej

	9
	Hardware Hydraulic door closers
	Godrej, Dorma

	10
	Enamel Paint / Oil Bound Distemper
	Nerolac / Asian ( Colour Bank Shade) 

	11
	Beadings - relevant thickness & design
	As designed in teak wood

	12
	Glass –Relevant thickness
	Modi / Saint Gobain as specified 

	13
	Adhesive
	Fevicol SH for furniture and laminates/ Araldite of Hindustan Ciba Geigy Ltd. for steel/Mirror

	14
	Polish
	Melamine Polish ( As specified )

	15
	Wood Preservative
	Asian paint 

	16
	Rubber foam
	Dunlop

	17
	Polyurethan foam
	Dunlop

	18
	Teak Wood
	MP Teak Wood ( Gr. I )

	19
	Texture paint
	Spectrum / Heritage

	20
	Keyboard Tray
	EBCO  (Type- Computer key board Station.)/Godrej

	21
	Hinges/ Latch
	Brass ISI Make

	22
	MCB
	Indo Asian / Havell’s / L & T / Clipsal / Schnider

	23
	Change over switch
	L & T/Havell’s




	24
	Modular Switch
	Anchor Roma / MK / NorthWest

	25
	Wires / cables 
	Anchor/ Finolex / Polycab

	26
	Ceiling fans 
	Bajaj / Khaitan/Crompton/Usha

	27
	Exhaust fans 
	Bajaj / Khaitan / Crompton/Usha

	28
	Wall mounted fan
	Bajaj / Khaitan/ Crompton/Usha

	29
	Ordinary tube light ( Single )
	Philips / Wipro (model specified in BOQ) /Crompton

	30
	Tube light fixtures ( Double )
	Philips / Wipro (model specified in BOQ) /Crompton

	31
	3X36 w recessed fixture,
	Philips / Wipro (model specified in BOQ) /Crompton

	32
	12v, 50w halogens 
	Philips / Wipro (model specified in BOQ) /Crompton

	33
	MCCB
	Indo Asian / Havell / L & T / Clipsal / Schinder. 

	34
	ELCB
	Indo Asian / Havell / L & T / Clipsal / Schinder

	35
	Telephone wire
	Anchor / MK / North West 

	36
	Main panel 
	Anchor 

	37
	Isolator
	Havell’s  /L&T/Indo Asian

	38
	LAN Cable (Cat 5)    
	D-Link /Digilink

	39
	I/O Switch      
	D-Link  /Digilink     


















                 TENDERS FOR FURNISHING  OF PUNJAB AND SIND BANK,
                                  LAJPAT NAGAR BRANCH, JALANDHAR

	S.no
	Specifications
	Quantity
	Unit
	Rate
	Amount

	1.
   
	FALSE CEILING :-            Providing and fixing of false ceilings  of 600 mm x 600 mm x 15 mm ARMSTRONG Mineral Fibre ceiling tiles of type Dune RH-99 laid on Armstrong 15mm exposed
( T-Grid system).   The framework comprise of main runner spaced at 1200mm centers securely fixed to the structural soffit by approved hangers at 1200mm maximum centers.  Hangers (GI wire of 4.0mm dia) to be fixed by approved roof plug, level adjusters and screws etc.  The last hanger at the end of each main runner should not be greater than 450mm from the adjacent wall.  Flush fitting 1200mm long cross tees (with double stitching) to be interlocked between main runners at 600mm centers to form 1200 x 600mm modules.  Cut cross tees longer than 600mm to be supported independently.  600mm x 600mm modules to be formed by fitting 600mm long flush fitting cross tees centrally between the 1200m cross tee. (Tiles not used in the place  of  Mirror optic light should be handed over to the Bank)
	 
 316
	 
Sq.ft.
	
	






	2.
	Providing and fixing of  Gypsum board false roofing with G.I. frame. The rate also includes plastic paint after proper filling. The tape or brush mark should not be visible. Providing cutouts for the lights fitting. The step will be given in rft ( i.e. 1 sqft = 1 rft )

	  496
	Sqft
	
	   










	3.
	BRANCH MANAGER  TABLE:-   
:-   Providing of  branch manager table of size 6’-0” x  3’-0”x2’-6”with side rack of size 3’x 1’-3” made of anti Termite board/ ply/ Laminate. as specified in SPECIFICATIONS OF THE BANK. Fixing of 1 mm thick  bank approved laminate over it. The rate also includes fitting of lockable   keyboards, drawers, terminals & C.P.U shelf, foot rest etc. The non sun mica area should be duly painted or polished after making the smooth ground with second quality enamel paint and chalk mittii I.e. complete job in all respects.

	1
	No.
	
	  



	4.
	OFFICER  TABLE :-   :-   Providing of  officer   table of size 4’-0” x2’-6”made of anti Termite board/ ply/ Laminate. as specified in SPECIFICATIONS OF THE BANK. Fixing of 1 mm thick  bank approved laminate over it. The rate also includes fitting of lockable   keyboards, drawers, terminals & C.P.U shelf, foot rest etc. The non sun mica area should be duly painted or polished after making the smooth ground with second quality enamel paint and chalk mittii I.e. complete job in all respects.
	5
	No.
	
	


















	5.
	CASHIER  COUNTER:
Providing and fixing of  cashier counters as per drawings 3’-9” high  for customer  side and 2’-6” high working counter for staff shall be made of  19  mm thick board with 1mm. th. Laminate bank approved shade on all exposed and visible surface. Counters are to be provided with computer keyboard tray  and drawers with partition for keeping currency and boxes. Also making position for electrical points conduits & switch boxes with plastic round shape 2” diameter openings etc. Also fitting of U.P.S. shelf at the bottom. I.e. complete job in all respects with fittings and accessories like Godrej locks, handles, hinges etc.

 
	5’-6”
	Rft
	
	



	6.
	WOODEN CASHIER CABIN  PARTITION WALLS :-                         Providing and fixing of  7’-0” high wooden  partition walls. The wooden section should be 2” X 2” frame. Providing & fixing of 12 mm. thick glass on front &  6 mm thick white cedar laminate color powder coated twisted bar aluminium jalli at sides and ceiling. The lower 3’-6” high portion of the partition wall should be pre laminated board fixed in wooden frame matching with the white cedar lamination or 1mm. thick laminate over 12 mm thick ply in place of pre laminated board. A horizontal gap of 2” width at the front glass so that customer & cashier can listen to each other . The rates also includes one back side door,  Teak wood beading duly polished , providing & fitting of   stopper, handles, hinges, Night Latch lock  to the door. i.e. complete job in all respects.
	145
	sqft
	
	
































	7.
	FULL  HEIGHT  MANAGER CABIN,   PARTITION  WALLS ;- 
Providing and fixing of  full height wooden partition walls with 3’-0” wide open able doors having 5 mm thick glass as/ design. Rates also includes backside wooden door with 5 mm thick glass and handles on both faces , Hinges etc. Teak wood beading duly polished , providing & 
fitting of  stopper, 8” long handles, hinges . i.e. complete job in all respects.


	230
	sqft
	
	

	8.
	LOW HEIGHT PARTITION WALLS:-
Providing and fixing of 
 4’-0” x 4’-0” high wooden partition wall adjoining counters  and one partition at 9’-0” X 4’-0” at back portion with door size 7’-0” x4’-0” at door back side cashier cabin.
Rates also includes flap door along counter  Fix Teakwood top Molding duly polished. Fix 5 mm thick glass at height 2’-9” on the top of the partition
	100
	sqft
	
	 

	9.
	COUNTER GLASS :- Providing and fixing of 8 mm thick  1’-6” high toughened  glass duly polished on the counters

	20
	Rft
	
	

	10.
	CABINET/BOXES :-
Providing & fixing of Open able wooden cabinet boxes  3’-0” high and 1’-4” wide in the Branch Manager room  Also 4’-0” x 7’-0” high cabinet along the wall of strong room and in hall  & 
6’-0” x 6’-0” on back passage  made of 19  mm thick ply . 
The rates also include all hardware items including handles, Godrej locks, hinges etc. Complete job in all respects. I.e. Godrej locks to all cabinets. (Measurement will be given only from front Side. Depression or side is included in the rate).

	182
	Sqft
	
	

	 11.
	DOOR CLOSER:-Providing & fixing of Hydraulic door closers to Cashier cabin manager cabin, side partition and back door of cashier cabin.

	4
	No
	
	  





	12.
	VOUCHER STAND :- Providing & Fixing of  Voucher stand of size
  4’-0” x 1’-6” x 1’-3”  made of  8 mm thick ply. Rate also includes fixing of 1 mm thick laminate over it.  
	1
	No.
	
	                                            

	13.
	NOTICE BOARD ;- Providing and fixing of   Notice board of size 3’-0’x2’-0” made of pin board/ soft board & over it superior quality bank approved color velvet cloth . Wooden frame matching with the color scheme. Polish on wooden frame. I.e. complete in all respects.

	1
	No.
	
	

	14.
	SUGESTION BOX & CHECQUE DROP BOX:-Suggestion box made of 19mm thick commercial board & duly painted /polished.
	2
	No.
	
	      

	15.
	MAIN ENTRANCE DOOR :-  Removing the existing aluminium  main entrance door and window and doing ivory color powder coating and refitting it .
	54
	Sqft





	
	   





  


	16.
	Dismantling the existing aluminium partition wall of branch manager cabin and adjusted it into partition wall  of UPS cabin of size 6’-0” x 4’-0” and at door ht. in back hall.
	70 
	Sqft
	
	 

	17.
	WALL PANELLING:
Providing and fixing of  wooden wall paneling in the Hall and in Branch Manager cabin upto  4’-0” height made of 8 mm thick ply of  approved make with 1” G.I. section of Gyprock make on the back side of wall paneling. Fix 1 mm thick Bank approved shade laminate on the wall paneling with Teakwood molding duly polished. on the top edge. Give  groove on every 2’-0”  Vertical interval filling with modular T- grid.

	460
	sqft
	
	



	18.
	FLOOR SPRING : Providing and fixing of  floor spring for main entrance doors .(make as per specifications)
	1
	No.
	
	


	19.
	PANTRY CABINET :-Providing and fixing of  open able Pantry cabinet  of size 6’-0” x 2’-0” and 3’-0” high   Cabinets should be made of 19 mm thick ply of approved make. 
Rate also includes 19 mm thick granite stone of black color over the counter.
The rates also include  fitting of all hardware items including handles, hinges etc. Complete job in all respects. (Measurement will be given only from front Side. Depression or sides  is included in the rate).

	18
	sqft
	






	 

















	20.
	Dismantling the existing false ceilings counters and cashier cabin , Manager cabin and dismantling wooden cabinet from passage  and dispose off the Malba from the branch
	L.S.
	
	
	



	21
	Providing and fixing 2’-0” dia angle iron grill in the ventilator
	L.S.
	
	
	



	22.
	Providing and fixing of 2’-0” x 1’-3” wooden window in gents toilet with angle iron grill and fixed glass duly painted after removing existing old wooden window from toilet
	L.S.
	
	
	





	23. 
	Removing the old wooden doors  with chowkhats from Toilets and Stationary room  and fitting of  aluminium doors with chowkhats Ivory color  powder coated  and fitting of  10 mm thick prelaminated ply in the doors.
Rates also includes fitting of 8” long handles , Hinges and bolts
	2 No. (2’-6” x 7’-0” )

1 No. 3’-3” x 7’-0” size 
Total = 56 
	






sqft
	







	











	24.
	Providing and fixing of 8 mm thick Bison panel board on the wall of UPS cabin
	140
	Sqft
	
	




	
	
	
	
	Total
	






NOTE:
               1).No extra work is allowed without written permission from the Bank.
              2). Consult Architect if there is any doubt.
              3). Use material as per given Specifications.
              4). G.S.T. will be paid as per govt. rules. 
                 5. Quantities can be Increased or Decreased as per requirement of Branch.             
                   Contractor can claim for actual work done in the branch.














                                                     * ELECTRICAL WORK *

TENDERS  FOR ELECTRICAL WORK AND UPS WIRING IN  PUNJAB  AND SIND BANK,  LAJPAT NAGAR BRANCH, JALANDHAR.


	S.NO.
	DESCRIPTIONS OF ITEMS 
	QUANTITY
	UNIT
	RATE
 INRS
	AMOUNT IN RS.

	1.
	Removing ,Shifting and Refitting  the existing Electrical panel with Alley from old manager cabin to front passage . 
Rate also includes increase the length of wires or change of MCB if any as per requirement of site
Complete job.	
Branch is running hence assumed Electrical panel is O.K.

	L.S.
	
	









	

	  2.
	Providing and fixing of 100 Amp.  3 No. HRC fuse of Bakelite make with Neutral link fixed with Thimbles.
KitKat /VECO make

	   1 
	SET
	
	

	3 A.
	2way SPN distribution board with 1 nos.32 amp double pole MCB, 10 ka braking capacity, ISI mark (for UPS Input and out supply for glow sign board.) Havel’s Indoasian ASCO.

	   2 
	 NOS.
	
	

	3 B.
	12 way SPN double door distribution board with 10 Nos 6 to 32 amp single pole MCB & 1 no 40 amp double pole isolator 10 ka braking capacity, ISI Mark (for Distribution of UPS output supply) Havel’s Indoasian ASCO make.

	   1 
	 SET
	
	  

	
	
	
	
	
	

	4.
	One nos telephone jack, complete with inter connection Modular type ISI Mark including wiring with 
2 X 0.51 mm one pair PVC insulated sheated twin core telephone wire ( for telephone) from mainline to telephone jack.
	   4
	 SET
	
	







	5
	Lockable MDF (50 Pair) for Telephone/Lease & ISDN line . This MDF must be installed at the Branch entrance location and all the telephone line should start from this MDF.
	1
	No.
	
	 



	6  A)
	There are inbuilt 3 Nos, 6 amp five pin multi socket, 1 no 6 amp switch and 1 no indicator, modular type, complete. Providing and laying wiring with inter connections between switch and sockets etc. as required (Terminal point for UPS output supply), including wiring with 2 X 1.5 sq. mm. + 1 X .75 sq.mm. PVC insulated multi standard copper conductor wire in  PVC conduit pipe from UPS output distribution board to UPS output terminal point (For B. Manager Cabin ) MAKE L&T, R.R. Anchor, G Seven Section, Swift, Havells make.

	   2 
	 SET
	
	    

	6. B)
	There are inbuilt 3 Nos, 6 amp five pin multi socket, 1 no 6 amp switch and 1 no indicator, modular type, complete. Providing and laying wiring with inter connections between switch and sockets etc. as required (Terminal point for UPS output supply), including wiring with 2 X 1.5 sq. mm. + 1 X .75 sq.mm. PVC insulated multi standard copper conductor wire in  PVC conduit pipe from UPS output distribution board to UPS output 
terminal point MAKE  L&T, R.R. Anchor, G Seven Section, Swift, Havells make.

	   8
	 SET
	
	  

	6 C)
	1 No, ISI mark 6 amp modular switches & socket complete with inter connections between switch & socket etc. as required Anchor, G Seven, Havells make including electrical point wiring with 2 X 1 sq. mm PVC insulated multi strand copper conductor cable of 1100 volt in existing or new PVC conduit pipe for light/ fan / exhaust fan/ wiring including providing batten holder/ ceiling rose/ connector & 6 amp modular switch ISI Mark in MS box

	   49 + 8 =57
	NOS
	
	

	6 D) 
	1 No, ISI Mark 16 amp modular switch & socket complete with inter connections between switch & socket etc as required Anchor, G Seven, Havells make.
	   5
	NOS
	
	 

	   7.
	Supply installation testing & commissioning of circuit wiring in  PVC conduit pipe with following PVC insulated multi strand copper conductor cable (ISI Mark) MAKE L&T, R.R. Anchor, Scion, Swift, Havells make.

	
	
	
	



	 7 A)
	2 X 1.5 sq. mm + 1 X .75 sq. mm. PVC insulated multi strand copper conductor cable of 1100 volt ISI Mark (for lights & fans circuit wiring).

	  280
	METER.
	
	 

	 7 B)
	 2 X 6 sq. mm.  PVC 
Insulated multi strand copper conductor cable of 1100 volt ISI Mark 


(For UPS  wiring)
	  50
	METER.
	
	




	7 C)
	Providing and fixing of 2 x 10 sqmm wire for generator
	25 
	METRE
	
	


	7 D)
	Providing and fixing of 2 x 2.5 sqmm + 1x 0.75 sqmm wire for Power Circuits 
	70
	Metre
	
	   

	 8.
	Providing electrical point wiring for call bell with 2 X 1 sq. mm. PVC  insulated multi strand copper conductor cable of 1100 volt in existing PVC  conduit pipe wiring including providing bell ceiling rose or Connector & 6 amp bell push modular switch ISI Mark in MS box
MAKE L&T, R.R Anchor, G Seven, Scion, Swift, Havells make.

	   1 
	NOS.
	
	      

	 9
	Providing earthing with 600mm X 600mm X 3mm thick copper plate with suitable watering arrangement including charcoal breeze, salt digging bore complete in all respects as per ISI specifications. The voltage between earth & neutral should be less then five volt. ( Dedicated earthing for UPS). The rate also includes providing laying 6 sq. mm PVC insulated multi strand copper conductor cable of 1100 volt ISI Mark in existing PVC conduit pipe including jointing soldering one end with copper plate and other end with UPS input supply distribution board.


	   2
	SET
	
	

	 10.
	 S/I/T/C OF 2’x 2’ L.E.D. ( 36 watts),  proper hanging arrangement. Make Philips, Crompton, Hawells)


	   16
	NOS.
	
	 

	 11.
	S/I/T/C OF 15 Watt  L.E.D. down light fitting 
(operated from UPS supply) Make Philips Crompton, Hawells)
 

	   6
	NOS.
	
	

	 12.
	Providing and fixing of 1 X 36 Watt LED tube fitting in the CASHIER CABIN and other back rooms where required  including tube rod wall mounting type. ( Make Philips/ Crompton) 
	 6
	NOS.
	
	   

	 13.
	Providing and fixing of 16” wall fan             Make Crompton Greeves in the hall.
	 9
	NOS.
	
	  



	14.
	Providing and fixing of  4’-0” dia ceiling  fan with regulator Make Crompton Greeves in the STRONG ROOM 
	  1
	No.
	
	



	15.
	A.   Providing and fixing of  1’-0”  dia  exhaust  fan in the Gents toilet

B .  Providing and fixing of  6”  dia  exhaust  fan in the Ladies toilet

C.   Providing and fixing of  1’-6”  dia  exhaust  fan in the Back Hall. 
	  1


1


1 
	No.


No.


No.
	
	    


 







	16.
	Providing and fixing of  40 Amp. E.L.C.B. for light points D.B.
And 63 Amp. E.L.C.B. for Power points D.B.
	2
	No.
	
	  



	
	
	
	
	Total
	







TENDERS  FOR DATA CABLING WORK  IN  PUNJAB AND SIND BANK, LAJPAT NAGAR  BRANCH, JALANDHAR


	S.N.
	  DESCRIPTIONS OF ITEMS
	    QTY.       

	    UNIT
	  RATE
	 AMOUNT

	 1.
	Providing CAT 6E Cable (Make D-Link.)

	   160 m
	METER
	
	

	 2.
	Providing CAT 6E information out let single with face plate and PVC box(Make D-Link.)

	   7
	  NOS
	
	   

	 3.
	Providing CAT 6E mounting cord 1 meter (Make D- Link.)

	    7
	  NOS
	
	   

	 4. 
	Providing CAT 6E mounting cord 2 meter (Make D- Link.)

	    7
	  NOS
	
	   

	5.
	Shifting  of 24 Port Jack panel  & Urack  with complete fittings from one side of branch to another side within the branch
	   1
	 NOS
	
	



	
	
	
	
	TOTAL
	



Total Electrical work = Rs.  ………… +  Rs………… = Rs. …………
 Note:- 
1. No extra work is allowed without written permission from the bank.
2. All cabling, wiring should be under ground. No surface wiring should be there. Wiring should run in 1” or 1.5” dia PVC pipes. No extra payment will be paid to electrical contractor for cutting the walls and floors for conduiting the PVC pipes and after that repair and finished with cement mortar as per existing site upto the complete satisfaction of the Bank/ Architect. 
3. Quantities can be Increased or Decreased as per requirement of Branch. Contractor can claim for actual work done in the branch.


TENDRES FOR INSTALLATION OF A.C. IN THE PUNJAB AND SIND BANK,  LAJPAT  NAGAR  BRANCH, JALANDHAR


	S.No.
	DESCRIPTION
	QTY.
	UNIT
	    RATE
	  AMOUNT

	1.




           
	Removing and Reinstallation of Old A.C. with Stabilazer within the branch with proper fitting and  Electrical wiring and switches and gas Refilling to make it functional. I.E. complete job
	4
	No.
	
	 








	2.
	Supply , Installation, Testing and Commissioning of latest model   high wall split 1 ton AC  minimum 3 star  with cordless remote of  Voltas/ Carrier/ Midea make. For A.T.M.
	2
	No.
	
	




	 3.
	Providing and fixing of  copper wire stabilizer for 1 Tonne A.C.
	2
	No. 
	
	



	    4.
	Providing and fixing of Timmer to control the working of both A.C. in the A.T.M room
	1
	No. 
	
	 


	    5.
	2 X 4 sq. mm. + 1 X 2.5 sq. mm. PVC 
Insulated multi strand copper conductor cable of 1100 volt ISI Mark 
(For  AC wiring.)
	 70
	METER.
	
	  

	    6.
	Installation of  1 Tonne split A.C. in A.T.M. room
	2
	No
	
	 


	    7.
	Providing and fixing Outdoor stand For split A.C.
	6
	No.
	
	


	    8.
	Providing and fixing of ½” /3/4” copper pipes  (VRV 80 mm)with insulation and wire from A.C. unit to Outdoor units.
	250
	Rft
	
	 


	    9.
	Providing and fixing of  p.v.c. pipes ¾” and 1.25” including bends in the walls and floors for drainage of water.
	140
	RFT
	
	   




	
	
	
	
	Total 
	




 G.S.T. will be paid as per rules.







TENDERS FOR FURNISHING OF A.T.M OF PUNJAB AND SIND BANK,
LAJPAT NAGAR BRANCH
                                                 JALANDHAR


	S.no
	Specifications
	Quantity
	Unit
	Rate
	Amount

	1.
	Providing and fixing of  Gypsum board false roofing with G.I. frame. The rate also includes plastic paint after proper filling. The tape or brush mark should not be visible. Providing cutouts for the lights fitting. 
	 50
	Sqft
	
	







	2.
	WALL PANELING :- Providing and fixing of wall paneling  in customer Area along the walls upto ceiling height  with necessary 2”x1.5”  wooden batten  framing and over it fixing of 8 mm thick ply and fixing of 1 mm thick laminate of approved color over it.
	130
	sqft
	
	









	3.
	MAIN DOOR AND WINDOW ( size 5’-6” x 8’-0” :- P/F toughned glass           ( 12 mm thick) door of size 3’-6” x 6’-9” and attached fixed window  with pencil polish edges all around and including  glass film of pattern and emblem as per design fixed with necessary patch fittings assembly including top and bottom lock 
, SS brushed finished 2’ long and 1” dia handle on both sides of door.


	44














	Sqft
















	

















	



	4 .
	Floor spring s for main entrance door(make Godrej, Universal, Sandhu)
	1
	No.
	
	 




	5.
	WRIGHTING STAND :- Providing and making wrighting stand of 3’-0” height and 3’-0” width with Dustbin and Vouchers pocket. All these three items should be in one unit . This unit is laminated with 1mm thick laminate of approved shade.
	1
	No.
	
	  











	6.
	WOODEN PARTITION : -
Providing and fixing of wooden partition made of 1.5” x 2” partal wood frame and fixing of 6 mm thick ply and 1mm thick approved laminate over it on both sides.
Measurement will be given from one side ONLY
	56
	sqft
	
	 



	
	
	
	
	Total
	  



















TENDERS  FOR ELECTRICAL WORK  IN A.T.M.  OF PUNJAB AND SIND BANK,  LAJPAT NAGAR BRANCH,   JALANDHAR.


	S.NO.
	DESCRIPTIONS OF ITEMS 
	QUANTITY
	UNIT
	RATE
 INRS
	AMOUNT IN RS.

	1. 
	Design, Manufacture , Supplying and Commissioning ATM electrical Panel  4 way Double Door Distribution Board ( Combined for ATM main panel and UPS Panel) of 1.6 mm thick  M.S. sheet fabricated cubicle type duly painted with two coat of red oxide, one coat of enamel paint, with Danger notice board indicating sign Danger complete with interconnections.  Dust proof hinged and lockable doors, brass cable glands for incoming and outgoing connections with interconnections with copper tape/ wires consist of following :- 
For A.C.  & Light 
1. 63 Amp. , 415 Volt, TPN for I/P supply.
2. 25 amps power DB with suitable rated 32/40 Amps DP MCB -3 No. ( 2 for AC ckt, 1 spare), 10A SPMCB -2 NOS for lighting circuit.
For UPS Side :- 
i. 40 Amps DPMCB -2 nos for ups i/p 
ii. 40 amps DPMCB -1 no. for UPS output supply and Distribution board 10 amps SPMCB 3 no.s 

	    1 
	 JOB
	
	
































	2.
	4x 6 sqmm copper conductor of  PVC insulated wires in suitable size PVC conduit for providing power to ATM MCC DB from main Power switch board. 
	15
	Mtr
	
	

	3. 
	1 No, ISI mark 6 amp modular switches & socket complete with inter connections between switch & socket etc. as required Anchor, G Seven, Havells make including electrical point wiring with 2 X 1 sq. mm PVC insulated multi strand copper conductor cable of 1100 volt in existing or new PVC conduit pipe for light/ fan / exhaust fan/ wiring including providing batten holder/ ceiling rose/ connector & 6 amp modular switch ISI Mark in MS box

	6
	No.
	
	  

	4
	Wiring from UPS point with 2 x 2.5 + 1x 1.5 sqmm PVC insulated copper conductor wire of 650/1100 volts grade with required earth wire and concealed PVC pipe, including  making all the connections, including cutting chases and making good the surfaces wherever required including the cost of computer socket board , with 5 amp. 5 pin sockets with 3 no. 5 amp. Switch and socket and 1 no. light indicator with modulor switchboard.
	1
	No.
	
	   













	 5.
	S/I/T/C OF 2’x 2’ L.E.D. ( 36 watts),  proper hanging arrangement. Make Philips, Crompton, Hawells)

	1
	No.
	
	 





	6.
	S/I/T/C OF 15 Watt  L.E.D. down light fitting 
(operated from UPS supply) Make Philips Crompton, Hawells)
 

	2
	No.
	
	



	7.
	Providing and fixing of  15 Watt  LED down lights  out side of A.T.M. room.   ( Make Philips/ Crompton)
	1
	No.
	
	   




	8.
	Providing CAT 6E Cable (Make D-Link.) from U rack to A.T.M. 

	10 
	metre
	
	  

	 9.
	Providing CAT 6E information out let single with face plate  with PVC box(Make D-Link.)

	  1
	  NOS
	
	  


	

	 10.
	Providing and fixing of 16” wall fan             Make Crompton Greeves in the A.T.M. room.
	1
	NOS.
	
	 



	11.
	Providing earthing with 600mm X 600mm X 3mm thick copper plate with suitable watering arrangement including charcoal breeze, salt digging bore complete in all respects as per ISI specifications. The voltage between earth & neutral should be less then five volt. ( Dedicated earthing for UPS). The rate also includes providing laying 6 sq. mm PVC insulated multi strand copper conductor cable of 1100 volt ISI Mark in existing PVC conduit pipe including jointing soldering one end with copper plate and other end with UPS input supply distribution board.

	1
	NO’S
	
	 


	
	
	
	
	Total
	   





Note:-
1. No extra work is allowed without written permission from the bank.
2. All cabling, wiring should be under ground. No surface wiring should be there. Wiring should run in 1” or 1.5” dia PVC pipes. No extra payment will be paid to electrical 
contractor for cutting the walls and floors for conduiting the PVC pipes and after that repair and finished with cement mortar as per existing site upto the complete satisfaction of the Bank/ Architect. 
Total Furnishing of A.T.M.  = Rs.  …………. + Rs. ……………. =Rs. ………… 










ABSTRACT OF COST

FOR THE FURNISHING OF
PUNJAB AND SIND BANK
                                      LAJPAT NAGAR BRANCH
                                       JALANDHAR                   


Particulars				  Amount in Rupees

1. Tender amount  for Counters and Partition walls	=  
2.  Tender amount  for Electrical Work		= 
3.  Tender amount  for Air Conditioning                                =  
4.  Tender amount  for A.T.M.                                   =      
                         TOTAL                                 =  


        Total of furnishing work.                      =  RS. 				        			      
					 


                                                                  Makol & Associates


                                                                  Architect
                                                                  1-A, First Floor,
                                                                  Red Cross Market,
                                                                  Kapurthala
                                                                  Cell- 98152 -30220
  			
